
 
 
 
 
TECHNICAL APPLICATIONS 

 

 
 
 
    RESTORATION OF BUR ROOFING 
         Bulletin # 77 
 
As a roofing contractor you are responsible for the success of the  project. The two key elements to a 
successful trouble-free repair project are;  

�‰�� Preparation and 
�‰�� Application 

 
This technical bulletin deals with PREPARATION. 
 
Before applying Daclar™ the old roofing granules should be removed. They can be swept to the side 
and re-used again, however for best results the roof substrate should be exposed and clean of roofing 
granules and other debris and water. 
 
 
Once the old roofing granules have been removed the  
contractor can see any cracks or blisters in the old membrane.  
An infra-red scan of the roof by a qualified roofing inspector,  
will identify any moisture trapped in the old membrane or  
saturating the roofing substrate. 
 
All blisters must be cut out and repaired, any cracks sealed 
 before the Daclar™ membrane is applied, and any areas of 
 moisture cut  out and repaired. Repairs can be done using Zavlar™, our high build type sealant and a 
geo textile for greater strength. The Zavlar™ is brushed over the crack or cut out section of the old 
membrane, then the geo textile is imbedded into the Zavlar™ while it is still wet. A second coat of 
Zavlar™ is applied brushed on the geo textile then allowed to cure. 
 
Roof edges, joins, seams, roofing protrusions, and parapet  
walls need special attention, these are areas of potential leakage 
 and must be properly sealed before the Daclar™ membrane  
is spray applied. We recommend a combination of geo textile  
and Voxlar™ for these areas. First ensure that the surfaces to  
be repaired have been thoroughly cleaned and there is no  
debris or water in the area. Voxlar™ is brushed or trowled onto  
the surface and a pre-cut section of geo textile is imbedded into  
the Voxlar™ while it is still wet. Once complete a second coat  
of Voxlar™ is brushed or trowled on to the geo textile. 
 
We can not over emphasize the importance of ensuring the roof is clean and dry and that all cracks, 
joints, seams and roof details have been properly sealed before spraying the Liquid Rubber Daclar™ 
seamless membrane on to the roof substrate. 
 
Before quoting a job the contractor surveys the project roof not only to work out surface area but also
to develop a detailed work plan to properly repair and seal all areas of the roof. At this stage Liquid 
Rubber’s technical staff is available to consult with the contractor. We recommend that if there are 
any questions you contact us immediately. Remember the Liquid Rubber Daclar™ seamless 
membrane system is a two party system, quality products from Liquid Rubber Industries and quality 
preparation and application by you the contractor.  
 
WARNING:  Daclar™ should not be applied over old roofing membrane systems containing 
coal tar. ‘Gassing’ from coal tar will cause ‘pin-holes in the membrane. Daclar™ should not be 
applied directly to EPDM sheeting. Failure to remove roofing granules before applying 
Daclar™ may result in a non-continuous membrane or loss of adhesion. 
 
 
 
 

 

 
  Liquid Rubber Industries Inc., makes no warranties, guaranties or conditions, expressed or implied, regarding the accuracy of the data or use therein. Liquid Rubber Industries Inc., will not be liable for any damages arising from the 

use of the information, or product. Unless otherwise stated, Liquid Rubber Industries Inc., sole warranty shall be the replacement or refund of purchase of any product found not to meet specifications. 

       For technical assistance on Liquid Rubber protective coatings contact us at 1-866 979-0300 
                                                        

www.liquidrubber.ca 
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    RESTORATION OF BUR ROOFING 
         Bulletin # 77a 
 
As a roofing contractor you are responsible for the success of the  project. The two key elements to a 
successful trouble-free repair project are;  

�‰�� Preparation and 
�‰�� Application 

 
This technical bulletin deals with APPLICATION. 
 
Before applying Daclar™ the old roofing granules should be removed. They can be swept to the side 
and re-used again, however for best results the roof substrate should be exposed and clean of roofing 
granules and other debris and water. 
 
THE PUMP SET UP: 
Setting up the H.V.L.P. 2000 pump system is an easier procedure than with competitive systems. 
Procedure is as follows: 

�x��

�x��
�x��
�x��

�x��
�x��

Check the oil levels in the motor and pumps are adequate.  If not, increase the oil level as
necessary.  (There is a guideline to help you judge the correct level of oil). 
Connect both A & B feed and return hoses to its designated outlets. 
Connect both A& B supply hoses to the pump. 
Connect both A & B supply hoses to the gun.  Double check to ensure that both A & B hoses
are in the correct position at both the pump and the gun sockets. 
Connect the appropriate tip size to the gun. 
Prime the Part A side of the system with the lever in the UP POSITION and allow
circulating for a minimum of two (2) minutes. 

�x�� Prime the PART B side using the above procedure. 
�x�� When Parts A and B are primed, pull back the plastic LEVER  in the DOWN POSITION

and the GATE VALVE  into the OPEN position for the PART B side. 
�x��
�x��
�x��

Squeeze the trigger until the full fan pattern is evenly discharged through the tip. 
Repeat the above procedure for the PART A side. 
Set the pressure in accordance with their pressure tip calibration table and spray the contents
into a waste bucket until the product is setting up as demonstrated in Practical Training. 

 
SPRAY TECHNIQUES: 
Spraying techniques were demonstrated in the Training sessions of the “LIQUID RUBBER
INDUSTRIES INC.” Certification Training Program and must be followed. Some important points to
remember are: 
 

�x��

�x��
�x��

�x��

DACLAR™ membrane should only be applied with the spray pattern perpendicular to the
substrate requiring the membrane. 
DACLAR™, part ‘A’ to accelerator, part ‘B’ should be adjusted to 12:1 ratio. 
It is not advised to spray excess material into internal/external corners of angles.  The same
applies to detailing work (excess material to these areas may result in excessive stress to the
membrane while curing). 
When spraying DACLAR™, use a criss-cross pattern of approximately 100 sq.ft building up
a membrane thickness of 60-80 mils per coat. Check the membrane thickness frequently
with gauge provided in the Training session. Do not exceed 100 mils in a single coat. 

 
When spraying in high winds, the Part B side of the system needs to be facing into the wind.  Extra 
precaution must be taken as in any spray application to avoid over-spray. 
 
 
 
 
 
 

 

 
  Liquid Rubber Industries Inc., makes no warranties, guaranties or conditions, expressed or implied, regarding the accuracy of the data or use therein. Liquid Rubber Industries Inc., will not be liable for any damages arising from the 

use of the information, or product. Unless otherwise stated, Liquid Rubber Industries Inc., sole warranty shall be the replacement or refund of purchase of any product found not to meet specifications. 

       For technical assistance on Liquid Rubber protective coatings contact us at 1-866 979-0300 
                                                        

www.liquidrubber.ca 


